
ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : Supply of equipment
Lot 2: Supply of exhibition equipment
p 1 /…
Publication reference : CB006.1.21.193-BG-01/27.10.2017
Columns 1-2 should be completed by the Contracting Authority

Columns 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
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	Professional indoor 3D project equipment
	
	
	
	

	1. 3D PROJECTORS - No. of units 2
	• Resolution: minimum 1920 x 1080  or  1920 x 1200

• Brightness:  minimum  5000 ANSI Lumens

• Contrast:  minimum 2000:1

• Video input:  DVI-D or HDMI

• Projector should have built in keystone correction
	
	
	

	2. MEDIA SERVER - No. of units 1
	• Video Output Requirements:  A machine capable of comfortably reproducing H.264 video with resolution of minimum 1920 x 1200 pixels on two or more displays (separate video outputs). Machine should have separate video controller on PCIe slot with minimum of 1GB video RAM and minimum of 2 digital (DVI, HDMI, Display Port) video outputs.

• Audio Output Requirements:  A machine capable of outputting High Quality Audio - at least 24bit / 48kHz through physical balanced 6.3mm TRS or XLR connector
	 
	
	

	3. Projection Screen - No. of units 2
	Dimensions: Minimum 2 meters tall and 4 meters wide
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